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King Crimp Fittings

1

Dixon Type C Couplers

Type E Adapters

King Crimp Style Domestic Cam and Groove

EZ Boss-Lock Type C Couplers

Only use the crimp style shanks with the crimp style sleeves and ferrules.
Due to differences in dimensions and tolerances for safety reasons, do not interchange other 

manufacturer's products with Dixon products.

Hose
ID

Brass Unplated Iron356T6 Aluminum 
Part #  Part #

316 Stainless Steel 
Part # Part #

1" 100-C-AL ---
1½" 150-C-AL
2" 200-C-AL
3" 300-C-AL

--- 
--- 
---4" 400-C-AL

6" 600-C-AL

100-C-BR 
150-C-BR 
200-C-BR 
300-C-BR 
400-C-BR 
600-C-BR

100-C-SS 
150-C-SS 
200-C-SS 
300-C-SS 
400-C-SS 
600-C-SS

400-C-MI 
600-C-MI

Features:
• Finger rings are not supplied on 1" Dixon couplings.
• All couplers are supplied with safety clips.
• Couplers are supplied standard with a Buna-N gasket.  Other gasket types are available on

pages 62-64.

Hose
ID

316 Stainless Steel
Part #

1" RC100EZCR
1¼" RC125EZCR
1½" RC150EZCR
2" RC200EZCR
3" RC300EZCR
4" RC400EZCR
6" RC600EZCR

Features:
• Couplers are supplied standard with a Buna-N gasket.  Other gasket types are available on

pages 62-64.

Under no circumstances should the EZ Boss-Lock cam arms be used on any fitting 
not specifically designed for their use. 

Hose
ID

356T6 Aluminum Brass Unplated Iron
Part # Price Part # Price

316 Stainless Steel 
Part # Part #

1" 100-E-AL
1½" 150-E-AL
2" 200-E-AL
3" 300-E-AL
4" 400-E-AL
6" 600-E-AL

100-E-BR 
150-E-BR 
200-E-BR 
300-E-BR 
400-E-BR 
600-E-BR

100-E-SS 
150-E-SS 
200-E-SS 
300-E-SS 
400-E-SS 
600-E-SS

400-E-MI 
600-E-MI

Pressure rating is based on the seal of the mating part.  

female coupler x hose shank

female coupler x hose shank

male adapter x hose shank

4"
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King Crimp Style Global Cam and Groove

Type C Couplers

Type E Adapters

Only use the crimp style shanks with the crimp style sleeves and ferrules.
Due to differences in dimensions and tolerances for safety reasons, do not interchange other 

manufacturer's products with Dixon products.

female coupler x hose shank

male adapter x hose shank

Size
A380 Permanent Mold ASTMC 3800 Forged Brass 316 Investment Cast StainlessAluminum

 Part # Part #  Part # 
1" G100-C-ALCR

1½" G150-C-ALCR
2" G200-C-ALCR
3" G300-C-ALCR
4" G400-C-ALCR

G100-C-BRCR 
G150-C-BRCR 
G200-C-BRCR 
G300-C-BRCR 
G400-C-BRCR

6" G600-C-ALCR ---

G100-C-SSCR 
G150-C-SSCR 
G200-C-SSCR 
G300-C-SSCR 
G400-C-SSCR 
G600-C-SSCR

Features:
• All couplers are supplied with safety clips.
• Couplers are supplied standard with a Buna-N gasket.  Other gasket types are available on

pages 62-64.

Size
A380 Permanent Mold ASTMC 3800 Forged Brass 316 Investment Cast StainlessAluminum 

Part # Part # Price Part # 
1" G100-E-ALCR

1½" G150-E-ALCR
2" G200-E-ALCR
3" G300-E-ALCR
4" G400-E-ALCR

G100-E-BRCR 
G150-E-BRCR 
G200-E-BRCR 
G300-E-BRCR 

6" G600-E-ALCR

G100-E-SSCR 
G150-E-SSCR 
G200-E-SSCR 
G300-E-SSCR 
G400-E-SSCR 
G600-E-SSCR

G400-E-ALCR 37.20
105.00
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King Crimp Style Sleeves

Hose
ID

Hose OD Carbon Steel 304 Stainless Steel Aluminum Work. Pressure Sleeve
ID

Sleeve
Wall

Thick.

Sleeve
Overall
LengthFrom To Part # Part # Part # cam & 

groove1
KC

nipple2

1"

1 13/64 1 16/64 CS100-1CS CS100-1S
S

--- * * 1.313 .062 2½"

1 17/64 1 20/64 CS100-2CS  CS100-2AL * * 1.375 .062 2½"

1 21/64 1 24/64 CS100-3CS --- * * 1.438 .062 2½"

1 25/64 1 28/64 CS100-4CS * * 1.500 .062 2½"

1 29/64 1 32/64 CS100-5CS --- * * 1.563 .062 2½"

1 33/64 1 36/64 CS100-6CS * * 1.625 .062 2½"

1 37/64 1 40/64 CS100-7CS --- * * 1.688 .062 2½"

1 41-64 1 44/64 CS100-8CS --- * * 1.750 .062 2½"

1 45/64 1 48/64 CS100-9CS

CS100-2SS 
CS100-3SS 
CS100-4SS 
CS100-5SS 
CS100-6SS 
CS100-7SS 
CS100-8SS 

--- * * 1.813 .062 2½"

1 49/64 1 52/64 CS100-10CS
CS100-9SS       
CS100-10SS --- * * 1.875 .062 2½"

1/¼"

1 41/64 1 44/64 CS125-3CS CS125-3SS --- 250 300 1.750 .060 2-5/8"

1 45/64 1 48/64 CS125-4CS CS125-4SS --- 250 300 1.813 .060 2-5/8"

1 49/64 1 52/64 CS125-5CS CS125-5SS --- 250 300 1.875 .060 2-5/8"

1 53/64 1 56/64 CS125-6CS CS125-6SS --- 250 300 1.938 .060 2-5/8"

1½"

1 41/64 1 44/64 CS150-1CS --- 250 300 1.750 .062 2½"

1 45/64 1 48/64 CS150-2CS

  ---
 CS100-4A
L  
---
 CS100-6A
L  
 ---
 ---
 ---
 ---
 ---
 ---
 ---
 ---
 
---
 ---

--- 250 300 1.813 .062 2½"

1 49/64 1 52/64 CS150-3CS  CS150-3AL 250 300 1.875 .062 2½"

1 53/64 1 56/64 CS150-4CS --- 250 300 1.938 .062 2½"

1 57/64 1 60/64 CS150-5CS --- 250 300 2.000 .062 2½"

1 61/64 2 CS150-6CS --- --- 250 300 2.063 .062 2½"

2 1/64 2 4/64 CS150-7CS  CS150-7AL 250 300 2.125 .062 2½"

2 5/64 2 8/64 CS150-8CS --- 250 300 2.188 .062 2½"

2 9/64 2 12/64 CS150-9CS

CS150-1SS  
CS150-2SS 
CS150-3SS  
CS150-4SS  
CS150-5SS  
CS150-6SS  
CS150-7SS  
CS150-8SS  
CS150-9SS --- 250 300 2.250 .062 2½"

2 13/64 2 16/64 CS150-10CS --- 250 300 2.313 .062 2½"

2 17/64 2 20/64 CS150-11CS --- 250 300 2.375 .062 2½"

2 21/64 2 24/64 CS150-12CS

CS150-10SS  
CS150-11SS  
CS150-12SS

 --- 
 --- 
 --- 
 --- 
   ---
 ---

--- 250 300 2.438 .062 2½"

2"

2 13/64 2 16/64 CS200-1CS --- 250 250 2.313 .062 2-7/8"

2 17/64 2 20/64 CS200-2CS --- 250 250 2.375 .062 2-7/8"

2 21/64 2 24/64 CS200-3CS --- 250 250 2.438 .062 2-7/8"

2 25/64 2 28/64 CS200-4CS 250 250 2.500 .062 2-7/8"

2 29/64 2 32/64 CS200-5CS
 CS200-4A
  ---
    ---

--- 250 250 2.563 .062 2-7/8"

2 33/64 2 36/64 CS200-6CS --- 250 250 2.625 .062 2-7/8"

2 37/64 2 40/64 CS200-7CS --- 250 250 2.688 .062 2-7/8"

2 41/64 2 44/64 CS200-8CS --- 250 250 2.750 .062 2-7/8"

2 45/64 2 48/64 CS200-9CS

CS200-1SS  
CS200-2SS  
CS200-3SS  
CS200-4SS  
CS200-5SS  
CS200-6SS  
CS200-7SS  
CS200-8SS  
CS200-9SS --- 250 250 2.813 .062 2-7/8"

2 49/64 2 52/64 CS200-10CS 250 250 2.875 .062 2-7/8"

2 53/64 2 56/64 CS200-11CS --- 250 250 2.938 .062 2-7/8"

2 57/64 2 60/64 CS200-12CS

CS200-10SS  
CS200-11SS  
CS200-12SS

CS200-10AL  ---
 ---

--- 250 250 3.000 .062 2-7/8"

Only use the crimp style shanks with the crimp style sleeves and ferrules. Due to 
differences in dimensions and tolerances for safety reasons, do not interchange other 
manufacturer's products with Dixon products.

* consult factory for pressure rating
1 based on using crimp cam and groove shanks
2 based on using King combination nipples
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King Crimp Style Sleeves

Hose
ID

Hose OD Carbon Steel 304 Stainless Steel Work. Pressure
Sleeve

ID
Sleeve

Wall
Thickness

Sleeve
Overall
LengthFrom To Part # Part # cam & 

groove1
KC

nipple2

3"

3 13/64 3 16/64 CS300-1CS CS300-1SS 125 200 3.313 .090 3¾"
3 17/64 3 20/64 CS300-2CS 125 200 3.375 .090 3¾"
3 21/64 3 24/64 CS300-3CS 125 200 3.438 .090 3¾"
3 25/64 3 28/64 CS300-4CS 125 200 3.500 .090 3¾"
3 29/64 3 32/64 CS300-5CS 125 200 3.563 .090 3¾"
3 33/64 3 36/64 CS300-6CS 125 200 3.625 .090 3¾"
3 37/64 3 40/64 CS300-7CS 125 200 3.688 .090 3¾"
3 41/64 3 44/64 CS300-8CS 125 200 3.750 .090 3¾"
3 45/64 3 48/64 CS300-9CS

CS300-2SS  
CS300-3SS  
CS300-4SS  
CS300-5SS  
CS300-6SS  
CS300-7SS  
CS300-8SS  
CS300-9SS 125 200 3.813 .090 3¾"

3 49/64 3 52/64 CS300-10CS 125 200 3.875 .090 3¾"
3 53/64 3 56/64 CS300-11CS 125 200 3.938 .090 3¾"
3 57/64 3 60/64 CS300-12CS 125 200 4.000 .090 3¾"
3 61/64 4 CS300-13CS 125 200 4.063 .090 3¾"
4 1/64 4 4/64 CS300-14CS 125 200 4.125 .090 3¾"
4 5/64 4 8/64 CS300-15CS 125 200 4.188 .090 3¾"
4 9/64 4 12/64 CS300-16CS

CS300-10SS  
CS300-11SS  
CS300-12SS  
CS300-13SS  
CS300-14SS  
CS300-15SS  
CS300-16SS 125 200 4.250 .090 3¾"

4"

4 13/64 4 16/64 CS400-1CS 110 175 4.313 .090 3¾"
4 17/64 4 20/64 CS400-2CS 110 175 4.375 .090 3¾"
4 21/64 4 24/64 CS400-3CS 110 175 4.438 .090 3¾"
4 25/64 4 28/64 CS400-4CS 110 175 4.500 .090 3¾"
4 29/64 4 32/64 CS400-5CS 110 175 4.563 .090 3¾"
4 33/64 4 36/64 CS400-6CS 110 175 4.625 .090 3¾"
4 37/64 4 40/64 CS400-7CS 110 175 4.688 .090 3¾"
4 41/64 4 44/64 CS400-8CS 110 175 4.750 .090 3¾"
4 45/64 4 48/64 CS400-9CS

CS400-1SS  
CS400-2SS  
CS400-3SS  
CS400-4SS  
CS400-5SS  
CS400-6SS  
CS400-7SS  
CS400-8SS  
CS400-9SS 110 175 4.813 .090 3¾"

4 49/64 4 52/64 CS400-10CS 110 175 4.875 .090 3¾"
4 53/64 4 56/64 CS400-11CS 110 175 4.938 .090 3¾"
4 57/64 4 60/64 CS400-12CS 110 175 5.000 .090 3¾"
4 61/64 5 CS400-13CS 110 175 5.063 .090 3¾"
5 1/64 5 4/64 CS400-14CS 110 175 5.125 .090 3¾"
5 5/64 5 8/64 CS400-15CS 110 175 5.188 .090 3¾"
5 9/64 5 12/64 CS400-16CS

CS400-10SS  
CS400-11SS  
CS400-12SS  
CS400-13SS  
CS400-14SS  
CS400-15SS  
CS400-16SS 110 175 5.250 .090 3¾"

6"

6 21/64 6 28/64 CS600-1CS * * 6.500 .120 5½"
6 29/64 6 36/64 CS600-2CS * * 6.625 .120 5½"
6 37/64 6 44/64 CS600-3CS * * 6.750 .120 5½"
6 45/64 6 52/64 CS600-4CS * * 6.875 .120 5½"
6 53/64 6 60/64 CS600-5CS * * 7.000 .120 5½"
6 61/64 7 4/64 CS600-6CS * * 7.125 .120 5½"
7 5/64 7 12/64 CS600-7CS * * 7.250 .120 5½"
7 13/64 7 20/64 CS600-8CS * * 7.375 .120 5½"
7 21/64 7 28/64 CS600-9CS

CS600-1SS  
CS600-2SS  
CS600-3SS  
CS600-4SS  
CS600-5SS  
CS600-6SS  
CS600-8SS  
CS600-9SS

* * 7.500 .120 5½"

Only use the crimp style shanks with the crimp style sleeves and ferrules. Due to 
differences in dimensions and tolerances for safety reasons, do not interchange other 
manufacturer's products with Dixon products. 

* consult factory for pressure rating
1 based on using crimp cam and groove shanks
2 based on using King combination nipples
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King Crimp Style Ferrules

Hose
ID

Hose OD 304 Stainless Steel Work. Pressure
Ferrule

ID
Ferrule

Wall
Thickness

Ferrule
Overall
LengthFrom To

Carbon Steel 

Part # Part # cam & 
groove1

KC
nipple2

1"

1 13/64 1 16/64 CF100-1CS CF100-1SS * * 1.313 .062 2-13/16"
1 17/64 1 20/64 CF100-2CS CF100-2SS * * 1.375 .062 2-13/16"
1 21/64 1 24/64 CF100-3CS CF100-3SS * * 1.438 .062 2-13/16"
1 25/64 1 28/64 CF100-4CS CF100-4SS * * 1.500 .062 2-13/16"
1 29/64 1 32/64 CF100-5CS CF100-5SS * * 1.563 .062 2-13/16"
1 33/64 1 36/64 CF100-6CS CF100-6SS * * 1.625 .062 2-13/16"
1 37/64 1 40/64 CF100-7CS CF100-7SS * * 1.688 .062 2-13/16"
1 41/64 1 44/64 CF100-8CS CF100-8SS * * 1.750 .062 2-13/16"
1 45/64 1 48/64 CF100-9CS CF100-9SS * * 1.813 .062 2-13/16"
1 49/64 1 52/64 CF100-10CS CF100-10SS * * 1.875 .062 2-13/16"

1¼"

1 41/64 1 44/64 CF125-3CS CF125-3SS 250 350 1.750 .060 2-13/16"
1 45/64 1 48/64 CF125-4CS CF125-4SS 250 350 1.813 .060 2-13/16"
1 49/64 1 52/64 CF125-5CS CF125-5SS 250 350 1.875 .060 2-13/16"
1 53/64 1 56/64 CF125-6CS CF125-6SS 250 350 1.938 .060 2-13/16"

1½"

1 41/64 1 44/64 CF150-1CS CF150-1SS 250 350 1.750 .062 2-13/16"
1 45/64 1 48/64 CF150-2CS CF150-2SS 250 350 1.813 .062 2-13/16"
1 49/64 1 52/64 CF150-3CS CF150-3SS 250 350 1.875 .062 2-13/16"
1 53/64 1 56/64 CF150-4CS CF150-4SS 250 350 1.938 .062 2-13/16"
1 57/64 1 60/64 CF150-5CS CF150-5SS 250 350 2.000 .062 2-13/16"
1 61/64 2 CF150-6CS CF150-6SS 250 350 2.063 .062 2-13/16"
2 1/64 2 4/64 CF150-7CS CF150-7SS 250 350 2.125 .062 2-13/16"
2 5/64 2 8/64 CF150-8CS CF150-8SS 250 350 2.188 .062 2-13/16"
2 9/64 2 12/64 CF150-9CS CF150-9SS 250 350 2.250 .062 2-13/16"
2 13/64 2 16/64 CF150-10CS CF150-10SS 250 350 2.313 .062 2-13/16"
2 17/64 2 20/64 CF150-11CS CF150-11SS 250 350 2.375 .062 2-13/16"
2 21/64 2 24/64 CF150-12CS CF150-12SS 250 350 2.438 .062 2-13/16"

2"

2 13/64 2 16/64 CF200-1CS CF200-1SS 250 300 2.313 .062 3-1/8"
2 17/64 2 20/64 CF200-2CS CF200-2SS 250 300 2.375 .062 3-1/8"
2 21/64 2 24/64 CF200-3CS CF200-3SS 250 300 2.438 .062 3-1/8"
2 25/64 2 28/64 CF200-4CS CF200-4SS 250 300 2.500 .062 3-1/8"
2 29/64 2 32/64 CF200-5CS CF200-5SS 250 300 2.563 .062 3-1/8"
2 33/64 2 36/64 CF200-6CS CF200-6SS 250 300 2.625 .062 3-1/8"
2 37/64 2 40/64 CF200-7CS CF200-7SS 250 300 2.688 .062 3-1/8"
2 41/64 2 44/64 CF200-8CS CF200-8SS 250 300 2.750 .062 3-1/8"
2 45/64 2 48/64 CF200-9CS CF200-9SS 250 300 2.813 .062 3-1/8"
2 49/64 2 52/64 CF200-10CS CF200-10SS 250 300 2.875 .062 3-1/8"
2 53/64 2 56/64 CF200-11CS CF200-11SS 250 300 2.938 .062 3-1/8"
2 57/64 2 60/64 CF200-12CS CF200-12SS 250 300 3.000 .062 3-1/8"

Only use the crimp style shanks with the crimp style sleeves and ferrules. Due to 
differences in dimensions and tolerances for safety reasons, do not interchange other 
manufacturer's products with Dixon products.

* consult factory for pressure rating
1 based on using crimp cam and groove shanks
2 based on using King combination nipples
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A
King Crimp Style Ferrules

Hose
ID

Hose OD 304 Stainless Steel Work. Pressure
Ferrule

ID
Ferrule

Wall
Thickness

Ferrule
Overall
LengthFrom To

Carbon Steel 

Part # Part # cam & 
groove1

KC
nipple2

3"

3 13/64 3 16/64 CF300-1CS CF300-1SS 150 300 3.313 .090 4"
3 17/64 3 20/64 CF300-2CS 150 300 3.375 .090 4"
3 21/64 3 24/64 CF300-3CS 150 300 3.438 .090 4"
3 25/64 3 28/64 CF300-4CS 150 300 3.500 .090 4"
3 29/64 3 32/64 CF300-5CS 150 300 3.563 .090 4"
3 33/64 3 36/64 CF300-6CS 150 300 3.625 .090 4"
3 37/64 3 40/64 CF300-7CS 150 300 3.688 .090 4"
3 41/64 3 44/64 CF300-8CS 150 300 3.750 .090 4"
3 45/64 3 48/64 CF300-9CS

CF300-2SS  
CF300-3SS  
CF300-4SS  
CF300-5SS  
CF300-6SS 
 
CF300-8SS  
CF300-9SS 150 300 3.813 .090 4"

3 49/64 3 52/64 CF300-10CS 150 300 3.875 .090 4"
3 53/64 3 56/64 CF300-11CS 150 300 3.938 .090 4"
3 57/64 3 60/64 CF300-12CS 150 300 4.000 .090 4"
3 61/64 4 CF300-13CS 150 300 4.063 .090 4"
4 1/64 4 4/64 CF300-14CS 150 300 4.125 .090 4"
4 5/64 4 8/64 CF300-15CS 150 300 4.188 .090 4"
4 9/64 4 12/64 CF300-16CS

CF300-10SS  
CF300-11SS  
CF300-12SS  
CF300-13SS  
CF300-14SS  
CF300-15SS  
CF300-16SS 150 300 4.250 .090 4"

4"

4 13/64 4 16/64 CF400-1CS 150 300 4.313 .090 4"
4 17/64 4 20/64 CF400-2CS 150 300 4.375 .090 4"
4 21/64 4 24/64 CF400-3CS 150 300 4.438 .090 4"
4 25/64 4 28/64 CF400-4CS 150 300 4.500 .090 4"
4 29/64 4 32/64 CF400-5CS 150 300 4.563 .090 4"
4 33/64 4 36/64 CF400-6CS 150 300 4.625 .090 4"
4 37/64 4 40/64 CF400-7CS 150 300 4.688 .090 4"
4 41/64 4 44/64 CF400-8CS 150 300 4.750 .090 4"
4 45/64 4 48/64 CF400-9CS

CF400-1SS  
CF400-2SS  
CF400-3SS  
CF400-4SS  
CF400-5SS  
CF400-6SS 
 
CF400-8SS  
CF400-9SS 150 300 4.813 .090 4"

4 49/64 4 52/64 CF400-10CS 150 300 4.875 .090 4"
4 53/64 4 56/64 CF400-11CS 150 300 4.938 .090 4"
4 57/64 4 60/64 CF400-12CS 150 300 5.000 .090 4"
4 61/64 5 CF400-13CS 150 300 5.063 .090 4"
5 1/64 5 4/64 CF400-14CS 150 300 5.125 .090 4"
5 5/64 5 8/64 CF400-15CS 150 300 5.188 .090 4"
5 9/64 5 12/64 CF400-16CS

CF400-10SS  
CF400-11SS  
CF400-12SS  
CF400-13SS  
CF400-14SS  
CF400-15SS 

150 300 5.250 .090 4"

6"

6 21/64 6 28/64 CF600-1CS * * 6.500 .120 5-7/8"
6 29/64 6 36/64 CF600-2CS * * 6.625 .120 5-7/8"
6 37/64 6 44/64 CF600-3CS * * 6.750 .120 5-7/8"
6 45/64 6 52/64 CF600-4CS * * 6.875 .120 5-7/8"
6 53/64 6 60/64 CF600-5CS * * 7.000 .120 5-7/8"
6 61/64 7 4/64 CF600-6CS * * 7.125 .120 5-7/8"
7 5/64 7 12/64 CF600-7CS * * 7.250 .120 5-7/8"
7 13/64 7 20/64 CF600-8CS * * 7.375 .120 5-7/8"
7 21/64 7 28/64 CF600-9CS

CF600-1SS  
CF600-2SS  
CF600-3SS  
CF600-4SS  
CF600-5SS

CF600-7SS  
CF600-8SS  
CF600-9SS * * 7.500 .120 5-7/8"

Only use the crimp style shanks with the crimp style sleeves and ferrules. Due to 
differences in dimensions and tolerances for safety reasons, do not interchange other 
manufacturer's products with Dixon products.

* consult factory for pressure rating
1 based on using crimp cam and groove shanks
2 based on using King combination nipples
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King Crimp Style Heavy Duty Ferrules

Hose
ID

Hose OD Carbon Steel Ferrule Wall
Thickness

Ferrule
ID

Ferrule Overall
LengthFrom To Heavy Duty (HD) Part #

4"

4-33/64 4-36/64 CF400-6CSHD 0.120 4.625 4"
4-37/64 4-40/64 CF400-7CSHD 0.120 4.688 4"
4-41/64 4-44/64 CF400-8CSHD 0.120 4.750 4"
4-45/64 4-48/64 CF400-9CSHD 0.120 4.813 4"
4-49/64 4-52/64 CF400-10CSHD 0.120 4.875 4"
4-53/64 4-56/64 CF400-11CSHD 0.120 4.938 4"
4-57/64 4-60/64 CF400-12CSHD 0.120 5.000 4"
4-61/64 5 CF400-13CSHD 0.120 5.063 4"
5-1/64 5-4/64 CF400-14CSHD 0.120 5.125 4"
5-5/64 5-8/64 CF400-15CSHD 0.120 5.188 4"
5-9/64 5-12/64 CF400-16CSHD 0.120 5.250 4"

Only use the crimp style shanks with the crimp style sleeves and ferrules. Due to 
differences in dimensions and tolerances for safety reasons, do not interchange other 
manufacturer's products with Dixon products.

• 400 PSI working pressure with a minimum 4:1 safety factor (hose burst:hose working
pressure) is only achieved with Dixon carbon steel ferrule part numbers CF400-6CSHD
through CF400-16CSHD.

King Crimp Style
Short Sleeves and Combination Nipples

Hose
ID

Hose OD Carbon Steel Work. Pressure Sleeve
ID

Sleeve
Wall

Thickness

Sleeve
Overall
LengthFrom To Part # KC nipple

8"
8-16/64" 8-56/64" S900X400X120CS 50 9.00 0.120 4"

9" 9-8/64" S925X400X120CS 50 9.25 0.120 4"
• consult factory for additional sleeve sizes

Size
Schedule 40 Plated Carbon Steel

Part #
8" STC80CS

NPT Threaded End

Grooved End

King Crimp Style Short Sleeves

Size
Schedule 40 Plated Carbon Steel

Part #
8" STV80CS
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NPT Threaded End

Grooved End

King Crimp Style King Combination Nipples

Beveled End

Hose ID
316 Stainless SteelSchedule 80 Carbon Steel 

Part # Part #
1" STB10CS RSTB10CS

1½" STB20CS RSTB20CS
2" STB25CS RSTB25CS
3" STB35CS RSTB35CS
4" STB40CS RSTB40CS
6" STB60CS RSTB60CS

Hose ID
Schedule 80 Plated Carbon Steel 316 Stainless Steel

Part # Part #
1" STV10CS RSTV10CS

1½" STV20CS RSTV20CS
2" STV25CS RSTV25CS
3" STV35CS RSTV35CS
4" STV40CS RSTV40CS
6" STV60CS RSTV60CS

Features:
• There are two grooves on the crimp style King Combination nipples. The second groove is the roll stamp groove which has the

part number and 'call Dixon' stamped on it. This groove is a smooth concentric groove so that the stamp can be legible.

150# ASA Flanged

Size
Steel 316 Stainless Steel

Part # Part #
1½" FST20CS RFST20CS
2" FST25CS RFST25CS
3" FST35CS RFST35CS
4" FST40CS RFST40CS
6" FST60CS RFST60CS

Hose ID
Schedule 80 Plated Carbon Steel 316 Stainless Steel

Part # Part #
1" STC10CS RST10CS

1¼" STC15CS RST15CS
1½" STC20CS RST20CS
2" STC25CS RST25CS
3" STC35CS RST35CS
4" STC40CS RST40CS
6" STC60CS RST60CS

Only use the crimp style shanks with the crimp style sleeves and ferrules.
Due to differences in dimensions and tolerances for safety reasons, do not interchange other manufacturer's products with Dixon products.
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Dixon Frac Fittings

Size Description Part #

4"

complete assembly HUMF206400CS
female frac fitting HUF206400CS
male frac fitting (includes nut and O-ring) HUM206400CS
male NPT fitting STC40CSHD
wing nut (forged) HU206400N
O-ring (Buna-N) O347BU

1  400 PSI working pressure with a minimum 4:1 safety factor (hose burst:hose working 
pressure) is only achieved with Dixon carbon steel ferrule part numbers CF400-6CSHD
through CF400-16CSHD on page 18.

2  When assembling hose with abrasion resistant covers, such as UHMW polyethylene, you 
will need to use Dixon's heavy duty (HD) carbon steel ferrule part numbers CF400-6CSHD
through CF400-16CSHD on page 18. Other size HD ferrules are available upon request.

Note:  Water and petroleum transfer hoses rated from 100 to 300 PSI WP (4:1 SF) have 
excellent test results with the standard King Crimp ferrules CF400-xxCS .

• Additional sizes available soon.

Application:
• 	used in the fast paced transfer of water and sand slurry to a hydraulic fracturing site

Features:
• one-piece design eliminates leak path experienced with two-piece threaded systems
• interchangeable with current fittings; phase them into your current operation
• long lasting and dependable hammer nut is forged to ASTM 105N standards
• machined malleable iron stems to ASTM A47 standard
• durable and safe with reliable hose retention when crimped as specified
• 400 PSI working pressure at 70°F 1, 2

• all stems zinc plated

durable and safe with reliable hose retention when crimped as specified
1, 2

male

wing nut

male NPT

female

206 Series
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Dixon Two-Piece Hammer Union Nut
Features:
• 4 hammer lug design; enables more surface area to hammer
• repair nut that is pinned and bolted for perfect allignment
• nut can be installed without re-welding or re-assembly
• nut forged to ASTM 105N standards
• 4" Fig.  200/206 nut is interchangeable with all major brands
• 8" Fig. 100/200/206 nut is interchangeable with all major brands
• available in other hammer union series and sizes, consult the factory

Size Description Part #
4" split nut figure 200/206, blu HU200400RN
8" split nut figure 100, blac HU100800RN
8" split nut figure 200/206, blu HU200800RN

100 Series

206 Series

Hammer Unions

200 Series

Features:
•  used on low pressure manifolds and lines and in applications running air, water, oil or gas up

to 1,000 PSI NSCWP (non-shock cold working pressure)
• yellow sub, black nut

Size Configuratio NSCWP Forged Steel
Part #

4" threaded 100 series 1000 HU100400

Features:
•  O-ring mounted sub provides excellent sealing properties
•  runs air, water, oil or gas up to 2,000 PSI NSCWP (non-shock cold working pressure)
• grey sub, blue nut

Size Configuratio NSCWP Forged Steel
Part #

4" threaded 206 series 2000 HU206400

Features:
•  used in general service applications running air, water, oil or gas up to 2,000 PSI NSCWP

(non-shock cold working pressure)
• grey sub, blue nut

Size Configuratio NSCWP Forged Steel
Part #

4" threaded 200 series 2000 HU200400

Note:  Dixon recommends using Loctite® Threadlocker Red 271™ when bolting together two-
piece hammer union nuts to ensure that bolts do not loosen when in service. Option two 
is to weld the seams of the split nut. Bolt torque recommendation is 60 foot pounds.




