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PRODUCT LINE PRODUCT NAME AVAILABLE SIZES

Flexadux® TR T-7,  T-7W,  T-7SR 2”, 2½”, 3”, 4”, 5”, 6”, 8”, 10”,12” 25’

Flexadux® PV
R-2 Blue or Clear

R-3 Blue or Clear

1½”, 2”, 2 ½”, 3”, 4”, 5”, 6”, 8”, 10”, 12”

2”, 3”, 4”, 5”, 6” 

25’

25’

Flexadux® PU
Flx-Thane® LD Clear

Flx-Thane® MD Black or Clear

4”, 6”, 8” 

2”, 2 ½”, 3”, 4”, 5”, 6”, 7”, 8”, 10”, 12” 

25’

25’

Flexaust®
CWGP

FSP-2 

2”, 2½”, 3”, 3 ½”, 4”, 5”, 6”, 7”, 8”, 10”,12” 

3”, 4”, 6” 

25’

25’

Heat-Flex®
CW-325

GS

3”, 4”, 6” 

1¼”, 1½”, 1¾”, 2”, 2 ½”, 3”, 4”

25’

12’

Flex-Lok® Flex-Lok® 550 4”, 6”, 8” 25’

Springflex® FSP-5, SD-W 8”, 12” 25’

Genesis® Commercial Gray or Black 1¼”, 1½”, 2”, 3”, 4” 50’

S SIZE: Specify the I.D. of the Flexaust hose or duct required.

T TEMPERATURE: Specify media temperature (°F).

A
APPLICATION: Specify if Air, Fume, Dust and/or Light Weight Materials 

will be flowing through the hose or duct. See listings above.

M MEDIA: Specify what media is going through the hose or duct.

P
PRESSURE: Specify type of pressure. Positive (psi), Negative 

(Inches Hg.) and/or Inches w.g.

Air

A

Fume

F

Dust

D

Materials

M

Flexaust® Product Seletion Guide

Solve your hose, ducting, and accessory  
problems in just 24 hours! 
Flexaust’s guarantee is to ship your order (250 ft. maximum order) by the end of the 

next business day or we pay the freight. Look for the 24-hour ship icon throughout 

the catalog. Please review the chart below for specific diameters:

There are five critical factors in selecting the proper hose and ducting for your application.  

These are:  Size, Temperature, Application, Media and Pressure. The superior strength of Flexaust® 

hose and ducting makes them suitable for the pressures and velocities normally required for  

industrial air movement, dust collection, fume control and light bulk material handling.

Flexaust® has manufactured durable, long lasting, flexible hose and ducting solutions for industrial 

and commercial applications for 75 years. Our flexible hose products are used in applications  

involving air, dust, fume and lightweight materials. We offer the largest selection of products including 

wire reinforced coated fabric hose, wire reinforced plastic hose in regular as well as stretch construction, 

hand-bendable metal ducting, all plastic wet or dry vacuum hose and blow molded corrugated  

tubing products.
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A F D M
 AIR FUME DUST MATERIAL

A F

M

A F

D M

ADC

Size Range (In) .............................stock 6” to 18”

Standard Length (Ft) ...................................... 25’

Standard Colors .......................................... clear

Temperature Range (°F) .................... 20° to 160°

 

characteristics

R-4

Size Range (In) .............................stock 2” to 12”

Standard Length (Ft) .........................10’, 25’, 50’

Standard Colors .......................................... clear

Temperature Range (°F) .................... 20° to 160°

 

space and shipping costs

R-3

Size Range (In) ..........................stock 1¼” to 16” 

....................................................... custom to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................................

Temperature Range (°F) .................... 20° to 160°

 

 

 

resistance

 

materials

pricing and minimums

R-2

Size Range (In) ..........................stock 1¼” to 18” 

....................................................... custom to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................................

Temperature Range (°F) .................... 20° to 160°

 

materials

 

on pricing and minimums



A F D MFLEXADUX® TR
 AIR FUME DUST MATERIAL

D M

D M

D M

MA F D

T-7 White

Inside Diameter (In) ......................stock 2” to 12”

......................................................custom to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors ..........................................white

Temperature Range (°F) ................... -40° to 250°

 

reinforced with a spring steel wire helix

 

temperature ranges

 

and efficient air flow

T-7SR

Size Range (In) .............................stock 2” to 12” 

......................................................custom to 18”

Standard Length (Ft) ................................25’, 50’

Temperature Range (°F) ................... -50° to 285° 

............................................... intermittent to 325°

steel wire helix

 

 

with the tensile strength and fatigue resistance 

neoprene and thermoplastic hoses

T-7W

Size Range (In) .............................stock 2” to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors .......

Temperature Range (°F) ................... -60° to 275°

 

reinforced with a spring steel wire helix and 

 

and  drag resistance

ranges

 

and efficient air flow

 

on pricing and minimums

T-7

Size Range (In) .............................stock 2” to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors .........................................

Temperature Range (°F) ................... -60° to 275°

 

reinforced with a spring steel wire helix

 

temperature ranges

 

and efficient air flow

 

on pricing and minimums



A F D MFLEXADUX® TR

M

M

A F

A F

 AIR FUME DUST MATERIAL

HT-W

Size Range (In) .............................stock 8” to 12”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range (°F) ...................

 

 

and drag resistance

 

 

temperature ranges

 

HT

Size Range (In) ..........................stock 1½” to 16”

Standard Length (Ft) ................................25’, 50’

Standard Colors .........................................

Temperature Range (°F) ...................

 

 

 

temperature ranges

 

XLT

Size Range (In) ...............................stock 2” to 6”

Standard Length (Ft) ...................................... 25’

Standard Colors .........................................

Temperature Range (°F) ...................

 

in product line

 

temperature ranges

 

applications

LT

Size Range (In) ..........................stock 1½” to 16”

Standard Length (Ft) ................................25’, 50’

Standard Colors .........................................

Temperature Range (°F) ...................

 

 

temperature ranges

 



FLEXADUX® PU A F D M
 AIR FUME DUST MATERIAL

M

M

M

A F D

Flx-Thane® VHD

Size Range (In) .............................stock 4” to 18” 

....................................................... custom to 24”

Standard Length (Ft) ...................................... 25’

Standard Colors ................................

..................................

Temperature Range (°F) ................... -65° to 225°

with a coated spring steel wire helix (sizes 14” 

 

temperature ranges

materials

 

on pricing and minimums

Flx-Thane® HD

Size Range (In) .............................stock 2” to 24”

Standard Length (Ft) ...................................... 25’

Standard Colors ................................

..................................

Temperature Range (°F) ................... -65° to 225°

a coated spring steel wire helix (sizes 14” I.D. 

 

temperature ranges

materials

 

on pricing and minimums

Flx-Thane® MD

Size Range (In) .............................stock 2” to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors ...............................

Temperature Range (°F) ................... -65° to 225°

 

temperature ranges

materials

 

on pricing and minimums

Flx-Thane® LD

Size Range (In) .............................stock 2” to 18”

Standard Length (Ft) ...................................... 25’

Standard Colors ................................

Temperature Range (°F) ................... -65° to 225°

 

 

temperature ranges

materials

pricing and minimums



A F D M
 AIR FUME DUST MATERIAL

FLEXADUX® PU

ACCESSORIESACCESSORIES

M

M

A

A

D

D

Flx-Thane® SD

Size Range (In) .............................stock 2” to 12”

Standard Length (Ft) ................................25’, 50’

Standard Colors ...............................

Temperature Range (°F) ...................

 

 

temperature ranges

 

processing applications

applications
8 10 Ohms/Square

materials

Flx-Thane® SE

Size Range (In) .............................stock 2” to 12” 

....................................................... custom to 24”

Standard Length (Ft) ................................25’, 50’

Standard Colors .......................................... clear

Temperature Range (°F) ...................

 

temperature ranges

Flexadux® TR and PU

Cuffed Ends

TR and PU Cuffed Ends

Reducers

® ® ® ® ® ® hoses.

Transitions Y’s T’s



FLEX-TUBE® A F D M
 AIR FUME DUST MATERIAL

F

F

D

D

F D

D M

New!

A

A

Flex-Tube® EF (Eco-Friendly)

Size Range (In) ..........................stock 2.5” to 10”

Standard Length (Ft) ................................25’, 50’

Standard Colors ................ clear with green helix

Temperature Range (°F) ................... -40° to 225°

 

Flex-Tube® TR

Size Range (In) ..........................stock 2.5” to 10”

Standard Length (Ft) ......

Standard Colors ................

Temperature Range (°F) ...................

...............................................

 

temperature ranges

 

Flex-Tube® PU

Size Range (In) ..........................stock 2.5” to 10”

Standard Length (Ft) ................................12’, 25’

Standard Colors ...............

Temperature Range (°F) ................... -40° to 200°

strength

Flex-Tube® PV

Size Range (In) ..........................stock 2.5” to 10”

Standard Length (Ft) ................................12’, 25’

Standard Colors .................

Temperature Range (°F) ....................

 

 
®



A F D MFLEX-TUBE®

D M

ACCESSORIESACCESSORIES

F

F

D

D

M

M

New!

New!

New!

 AIR FUME DUST MATERIAL

FlexStat® 60

Size Range (In) ...............................stock 4” to 8”

Standard Length (Ft) ................................25’, 50’

Standard Colors ...............

Temperature Range (°F) ...................
(electrostatic discharge) protection

 

8 10 Ohms/Square

FlexStat® CR

Size Range (In) ...............................stock 1” to 8”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................

Temperature Range (°F) ...................

 

(electrostatic discharge) protection

 

applications
8 10 Ohms/Square

FlexStat®

Size Range (In) ...............................stock 1” to 8”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................

Temperature Range (°F) ...................
(electrostatic discharge) protection

8 10 Ohms/Square

Connectors

Flex-Tube® Accessories
® ® ® ® ® ® hoses.



FLEXAUST ® A F D M
 AIR FUME DUST MATERIAL

M

D M

D

A F

CWY

Size Range (In) .............................stock 4” to 24” 

....................................................... custom to 60”

Standard Length (Ft) ...................................... 25’

Standard Colors .........................................

Temperature Range (°F) ................... -40° to 250°

reinforced with a spring steel wire helix

-

and/or chemical resistance

CWS

Size Range (In) ..........................stock 1½” to 16”

....................................................... custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors .........................................

Temperature Range (°F) ................... -65° to 250°

hose reinforced with a spring steel wire helix

 

applications

chemical resistance

 

temperature ranges

and/or chemical resistance

CWC-W

Size Range (In) .............................stock 3” to 24” 

....................................................... custom to 60”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range (°F) ................... -40° to 250°

hose reinforced with a spring steel wire helix  

 

and drag resistance

chemical resistance

and/or chemical resistance

CWGP

Size Range (In) .............................stock 1” to 24” 

....................................................... custom to 60”

Standard Length (Ft) ...................................... 25’

Standard Colors .........................................

Temperature Range (°F) ................... -40° to 250°

hose reinforced with a spring steel wire helix

 

and chemical resistance

and/or chemical resistance

pricing and minimums



A F D M
 AIR FUME DUST MATERIAL

FLEXAUST ®

ACCESSORIESACCESSORIES

D

A F

A F D M

FSP-2

Size Range (In) .............................

Standard Length (Ft) ...................................... 25’

Standard Colors ......

Temperature Range (°F) ...................

 

and drag resistance

and/or chemical resistance

FSP-1

Size Range (In) .............................

Standard Length (Ft) ...................................... 25’

Standard Colors ......

Temperature Range (°F) ...................

 

 

and drag resistance

 

economical option

and/or chemical resistance

pricing and minimums

White

Size Range (In) ..........................stock 1½” to 24”

Standard Length (Ft) ...................................... 25’

Standard Colors ..........................................

Temperature Range (°F) ...................

 

temperature ranges

Flexaust® End Finishes
® ® hoses.

Steel Flange Felt Flange



SPRINGFLEX® A F D M
 AIR FUME DUST MATERIAL

A

A

A

ACCESSORIESACCESSORIES

FSP-5

Size Range (In) .............................stock 4” to 24” 

....................................................... custom to 48”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range ................... (°F) -20° to 180°

hose reinforced with a spring steel wire helix  

 

length

drag resistance

standards

SD-W

Size Range (In) .............................stock 4” to 24” 

....................................................... custom to 60”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range (°F) ................... -65° to 250°

hose reinforced with a spring steel wire helix and 

drag resistance

length

 

SD

Size Range (In) .............................stock 4” to 24” 

....................................................... custom to 60”

Standard Length (Ft) ...................................... 25’

Standard Colors ........................................

Temperature Range (°F) ................... -65° to 250°

hose reinforced with a spring steel wire helix

 

 

extended length

Springflex® End Finishes

Flexaust®

® 

which Flexaust® 

Sewn Cuff



A F D M
 AIR FUME DUST MATERIAL

SPRINGFLEX®

A

A

A

AWP-W

Size Range (In) .............................stock 8” to 24” 

....................................................... custom to 48”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range (°F) ...................

 

 

and drag resistance

length

Arctic Duct 3

Size Range (In) .............................stock 4” to 24”

Standard Length (Ft) ...................................... 25’

Standard Colors .......

Temperature Range (°F) ...................

 

conditioning applications

 

moisture

drag resistance

Arctic Duct U

Size Range (In) .............................stock 4” to 20” 

....................................................... custom to 48”

Standard Length (Ft) .....................made to order

Standard Colors .......

Temperature Range (°F) ...................

 

and drag resistance

 

temperature ranges

®



HEAT-FLEX® A F D M
 AIR FUME DUST MATERIAL

A F

A F

A F

A F

CW-325

Size Range (In) .............................stock 2” to 12” 

....................................................... custom to 16”

Standard Length (Ft) ...................................... 25’

Standard Colors .........................................

Temperature Range (°F) ................... -20° to 325°

reinforced with a spring steel wire helix

 

BDS

Size Range (In) .............................stock 1” to 12”

Standard Length (Ft) ...................................... 12’

Standard Colors ............................ iron oxide red

Temperature Range (°F) ................... -65° to 500°

 

hose reinforced with a spring steel wire helix  

 

applications

while maintaining a smooth air flow

water, fungus and alkalis

CWGS

Size Range (In) .............................stock 2” to 12”

Standard Length (Ft) ...................................... 25’

Standard Colors ............................ iron oxide red

Temperature Range (°F) ................... -65° to 550°

reinforced with a spring steel wire helix

water, fungus and alkalis

GS

Size Range (In) .............................stock 1” to 12”

Standard Length (Ft) ...................................... 12’

Standard Colors ............................ iron oxide red

Temperature Range (°F) ................... -65° to 550° 

............................................... intermittent to 600°

hose reinforced with a spring steel wire helix  

 

applications

while maintaining a smooth air flow

water, fungus and alkalis



A F D M
 AIR FUME DUST MATERIAL

HEAT-FLEX®

A F

A

A F

A F

A

A

Raceflex®

 .....................

custom to 8”

Standard Length (Ft) ...................................... 12’

Standard Colors ..........................................

Temperature Range (°F) ...................

 

Flex-Vest®

Size Range (In) ...............................stock 1” to 6” 

custom to 8”

Standard Length (Ft) ...................................... 12’ 

custom to 25’

Standard Colors ..........

Temperature Range (°F) .

intermittent to 600° 

 

 

 

 

GN

Size Range (In) .............................stock 1” to 12”

Standard Length (Ft) ...................................... 12’

Standard Colors .........................................

Temperature Range (°F) ...................

traditional neoprene hoses

NS

Size Range (In) .............................stock 1” to 12”

Standard Length (Ft) ...................................... 12’

Standard Colors ..........

..................................................

Temperature Range (°F) ...................

 

 
®

®

resistance

 

applications



GENESIS® A F D M
 AIR FUME DUST MATERIAL

M

M

M

M

Flx Plus

Size Range (In) .............. stock 1”, 1 ¼”, 1 ½”, 2”, 

2 ½”, 3”, 3 ½”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors ........................................... gray

Temperature Range (°F) ................... -40° to 140°

 

an integral polyethylene helix

 

temperatures

 

and industrial applications

Commercial

Size Range (In) ... stock 1¼”, 1½”, 2”, 2½”, 3”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................................

Temperature Range (°F) ................... -40° to 140°

 

an integral polyethylene helix

 

applications

Mark 2

Size Range (In) ... stock 1½”, 2”, 2½”, 3”, 3½”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors .......................................... clear

Temperature Range (°F) ................... -40° to 140°

 

STM

Size Range (In) ...............................stock 1½”, 2”

Standard Length (Ft) ................................25’, 50’

Standard Colors ..............................

Temperature Range (°F) ................... -40° to 160°

 

an integral polyethylene helix

 

carpet cleaning units

 

 



A F D M
 AIR FUME DUST MATERIAL

GENESIS®

M

M

M

A F

Improved!
Tiger Tail ®

Size Range (In) .................... stock 1½”, 2”, 3”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors ....................... yellow and black

Temperature Range (°F) ................... -40° to 140°

with an integral polyethylene helix

and durability 

 

and sewer cleaning

resists kinking

 

Uni-Loop

Size Range (In) ................. stock 1”, 1¼”, 1½”, 2”

Standard Length (Ft) ...................................... 50’

Standard Colors ........................................... gray

Temperature Range (°F) ................... -40° to 140°

 

and as a drain hose

ULT

Size Range (In) ............... stock 1”, 1 ¼”, 1 ½”, 2”

Standard Length (Ft) ................................25’, 50’

Standard Colors .................................... platinum

Temperature Range (°F) ................... -40° to 140°

 

polyethylene helix

 

applictions

and as a drain hose

 

bounce-back

GPE

Size Range (In) .................... stock 2”, 2½”, 3”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors ......................................... black

Temperature Range (°F) ................... -40° to 140°

an integral polyethylene helix

extraction

 

collection applications



GENESIS®

DAYFLEX®

A F D M

A F D M

 AIR FUME DUST MATERIAL

A

A

F

F

D

D

M

M

M

M

DPZ-C

Size Range (In) .................... stock 1 ¼”, 1 ½”, 2”

Standard Length (Ft) ................................25’, 50’

Standard Colors .........

Temperature Range (°F) ................... -40° to 140°

integral polyethylene helix

3-105

 

MG-U

Size Range (In) ..............................stock ¾” to 2”

Standard Length (Ft) ...................................... 50’

Standard Colors .........................................

Temperature Range (°F) ................... -60° to 160°

 

DPZ

Size Range (In) .................... stock 1 ¼”, 1 ½”, 2”

Standard Length (Ft) ................................25’, 50’

Standard Colors ........................................... gray

Temperature Range (°F) ................... -40° to 140°

 

 

temperatures

 

commercial and industrial applications

MG-V

Size Range (In) ..............................stock ¾” to 2”

Standard Length (Ft) ...................................... 50’

Standard Colors ........................................... gray

Temperature Range (°F) ................... -10° to 160°

 

 AIR FUME DUST MATERIAL



A F D MDAYFLEX®
 AIR FUME DUST MATERIAL

A M

M

A F

A

FTE-T

Size Range (In) ................... stock 1”, 1 ¼”, 1 ½”, 

1 ¾”, 2”, 2 ¼” 

Standard Length (Ft) ................................25’, 50’

Standard Colors ................. black with gray helix

Temperature Range (°F) ................... -60° to 275° 

intermittent to 300°

with an external polypropylene helix

 

 

conduit applications

DFD-T

Size Range (In) ............. stock 1”, 1¼”, 1½”, 1¾”, 

2”, 2¼”, 2½”, 3”, 4”

Standard Length (Ft) ................................25’, 50’

Standard Colors ......................................... black

Temperature Range (°F) ................... -40° to 225°

 

 

applications

applications

Pliaduct®

Size Range (In) .............................stock 2” to 12”

Standard Length (Ft) .......25’ (2”-6”), 10’ (8”-12”)

Standard Colors ........................................... gray

Temperature Range (°F) ................... -10° to 150°

ribbon-lock construction

 

together without special tools

installation

Saniflex®

Size Range (In) ..............................stock ¾” to 2”

Standard Length (Ft) ...................................... 50’

Standard Colors ....................................... natural

Temperature Range (°F) ................... -20° to 180°

 

thermoplastic rubber elastomer materials



CUFFS & CONNECTORS A F D M

Accessories & End Finishes for Flexaust® 

Vacuum Hose Product Line
Flexaust® offers a wide variety of cuffs and connectors for the Genesis®, Dayflex® and Flex-Tube® 

hose product lines. These cuffs and connectors are made of PVC and create a tight seal by 

screwing on the cuff and/or connector. 

Genesis®

Commercial

Genesis®

FLX Plus

Genesis®

Tiger Tail®

Genesis®

Uni-Loop

Genesis®

ULT

Genesis®

DPZ

Genesis®

DPZ-C

Dayflex
®

MG-V

Dayflex®

MG-U

Flex-Tube® 
& FlexStat®

Screw Cuff Gray

DC201 - 1.25” I.D.

Screw Cuff Gray

DC900 - 1.50” I.D.

Screw Cuff Gray

DC380 - 2.00” I.D.

Screw Cuff Gray

DC384 - 2.00” I.D.

Screw Cuff Gray

DC800 - 2.50” I.D. 

DC801 - 3.00” I.D. 

DC802 - 4.00” I.D.

Screw Cuff Gray

TT754 - 1.00” I.D. 

TT755 - 1.25” I.D. 

TT469 - 1.50” I.D. 

TT615 - 2.00” I.D.

Screw Cuff Gray

DC280 - 1.50” I.D. 

screw cuff enlarged to 

fit a 2.00” OD wand

Screw Cuff Gray

DC400 - 2.00” I.D. 

screw cuff reduced to 

fit a 1.50” OD wand

Screw Cuff Black

DC202 - 1.25” I.D.

Screw Cuff Black

DC901 - 1.50” I.D.

Screw Cuff Black

DC381 - 2.00” I.D.

Conductive  

Screw Cuff Black

DC207 - 1.25” I.D. 

DC907 - 1.50” I.D. 

DC387 - 2.00” I.D.

Conductive  

Swivel Cuff Black

DC957 - 1.50” I.D.

DC956 - 2.00” I.D.

Screw Cuff White

DC902 - 1.50” I.D.

 AIR FUME DUST MATERIAL



A F D M
 AIR FUME DUST MATERIAL

CUFFS & CONNECTORS

* Specially formulated replacement hose glue is available for these replacement cuffs.

Genesis®

Commercial

Genesis®

FLX Plus

Genesis®

Tiger Tail®

Genesis®

Uni-Loop

Genesis®

ULT

Genesis®

DPZ

Genesis®

DPZ-C

Dayflex
®

MG-V

Dayflex®

MG-U

Flex-Tube® 
& FlexStat®

Flex-Tube®
Screw Cuff White

DC791 - 1.25” I.D.

DC795 - 1.50” I.D.

DC792 - 2.00” I.D.

DC796 - 2.50” I.D.

DC793 - 3.00” I.D.

DC794 - 4.00” I.D.

Screw Cuff White

DC383 - 2.00” I.D.

Swivel Cuff Gray

DC430 - 1.25” I.D.

Swivel Cuff Gray

DC440 - 1.50” I.D.

Swivel Cuff Gray

DC450 - 2 00” I.D.

Swivel Cuff Gray

DC455 - 2.00” I.D.

swivel cuff reduced 

to fit 1.50” OD wand

Screw Cuff 

Nozzle Gray
DC100 - 1.50” I.D. 45°

Screw Cuff 

Nozzle Gray

DC160 - 2.00” I.D. 45°

Screw Cuff 

Nozzle Gray

DC140 - 2.00” ID 

30° screw cuff nozzle 

with 1.50” I.D.

nozzle end

Double Threaded

Connector Gray

DC180 - 1.25” I.D.

Double Threaded

Connector Gray

DC240 - 1.50” I.D.

Double Threaded

Connector Gray

DC360 - 2.00” I.D.

* Replacement

Screw Cuff Black

DC621 - 1.50” I.D.

DC622 - 2.00” I.D.

DC623 - 3.00” I.D.

DC624 - 4.00” I.D.



FLEX-LOK® A F D M
 AIR FUME DUST MATERIAL

F

F

F

F

Flex-Lok® TCF

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ..............

Temperature Range (°F) ................... -60° to 600°

crimped in a continuous process

 

 

 

characteristics

 

today’s harsh chemicals

 

attached to the hose

Flex-Lok® 1050

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ..............

Temperature Range (°F) ................. -65° to 1050°

 

 

 

continuous process

 

 

 

drop systems and paper mill drying applications

Flex-Lok® 600

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ..........................................

Temperature Range (°F) ................... -65° to 600°

 

 

 

continuous process

 

 

 

 

attached to the hose

Flex-Lok® 550

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ..........................................

Temperature Range (°F) ................... -65° to 550°

mechanically crimped in a continuous process

 

 

exhaust applications

 

that is attached to the hose

New!

* Negative pressure fan system with ambient air inlet recommended to maximize effectiveness and life of duct.

New!

New!



A F D M
 AIR FUME DUST MATERIAL

FLEX-LOK®

F

F

F

F

Flex-Lok® 300

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ......................................... black

Temperature Range (°F) ................... -65° to 300°

hose mechanically crimped in a continuous 

process

 

 

outstanding external abrasion resistance

 

applications

 

equipment that is attached to the hose  

(Flex-Lok®

Flex-Lok® 570

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors .......................green outer layer 

black inner layer

Temperature Range (°F) ................... -40° to 570°

crimped in a continuous process

 

 

outstanding external abrasion resistance

 

and tensile strength

characteristics

 

to protect the helix and the equipment that is  

attached to the hose

Flex-Lok® 750

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors .................

Temperature Range (°F) ................... -40° to 750°

mechanically crimped in a continuous process

 

 

outstanding external abrasion resistance

 

applications

Flex-Lok® 1200

Size Range (In) .............................stock 4” to 18” 

custom to 20”

Standard Length (Ft) ...................................... 25’

Standard Colors ............................................. red

Temperature Range (°F) ................. -40° to 1200°

mechanically crimped in a continuous process

 

 

outstanding external abrasion resistance

heat stability

 

New!

New!

New!

New!

* Negative pressure fan system with ambient air inlet recommended to maximize effectiveness and life of duct.



BENDWAY® A F D M
 AIR FUME DUST MATERIAL

A F D M

A F

A F

Bendway® Plus

Size Range (In) .............................stock 3” to 12”

Standard Length (Ft) .......

Standard Colors ..........................................

Temperature Range (°F) ....................up to 1650°

 

a patented roll lock construction

 

 

superior high temperature corrosion resistance

 

Bendway® S

Size Range (In) . stock 2” to 12”

Standard Length (Ft). 5’, 10’

Temperature Range (°F). -400° to 800°

 

 

 

installation

stay in place

 

Bendway® A

Size Range (In) .............................stock 2” to 12”

Standard Length (Ft) ..................................5’, 10’

Standard Colors ..........................................

Temperature Range (°F) ................. -100° to 400°

 

installation

 

to stay in place

 

Bendway® Aluminum and Stainless Steel 

Shipping Information:

 

® 

    Minimum Standard Box Quantities:

Size  Lengths Per Box  Feet Per Box

 2” 100 1000
 3” 48  480
 4” 30  300
 5” 16 160
 6” 12 120
 7” 9 90
 8” 6 60

  10” 4  40
  12” 3 30



A F D MGARAGE® EXHAUST

ACCESSORIESACCESSORIES

F

F

F

Dyno Hose

Size Range (In) ....................................... stock 4”

Standard Length (Ft) ...................................... 11’

Standard Colors ........................................... gray

Temperature Range (°F) ......................up to 450°

 

 

a fan assisted system

 

emission testing

ACT

Size Range (In) ..................................stock 5”, 6”

Standard Length (Ft) ...................................... 11’

Standard Colors .........................................

Temperature Range (°F) ......................up to 375°

diesel and gasoline trucks

Flare-Lock®

Size Range (In) ...............................

Standard Length (Ft) ...................................... 11’

Standard Colors .........................................

Temperature Range (°F) ......................up to 375°

 

the hose immediately returns to its original shape

small cars and small trucks

to multiple lengths of the same size hose

 

as needed

*  Flare-Lok® is a registered trademark of Crushproof Tubing Co. in the U.S. 

& other countries and is being used with permission.

 AIR FUME DUST MATERIAL

Garage Exhaust Accessories

Connector ConnectorSplice  

Connector



APPLICATION GUIDE

MARKET APPLICATION PRODUCTS

Agricultural Seeder Hoses, Cotton, Tobaco Flx-Thane MD, Flx-Thane HD, Commercial, Flx-Thane VHD, Mark 2

Air Duct Cleaning Duct Cleaning R-2 Clear, ADC, CWC-W,Commercial, FSP-2

Aircraft Ground Support Duct CWGS, GS, Flex-Lok 1050, Flex-Lok 600, SD-W, AWP-W

Automotive A/C Units, Defroster Duct CW-325, GS, NS, Flex-Lok 550, Flex-Lok 1050

Brake Ducting Brake Cooling LT, BDS, GS, GN, Raceflex, DFD-T

Bridge Cleaning Filtering Dust Control Flx-Thane MD, Flx-Thane HD, CWC-W, FSP Bridge

Car Wash Dryer Duct, Vacuum Hose T-7W, CWGP, Commercial, Flx Plus, DPZ

Carpet Cleaning Vacuum Hose Commercial, STM

Chemical Plants Fume Control Flex-Lok HP, Flex-Lok 1050, Bendway Plus, T-7, Flex-Lok TCF

Clean Rooms Ventilation R-2 Clear, Flx-Thane SD, Mark 2, Flexstat CR, T-7 White

Concrete Transport Dust Control Flx-Thane MD, Flx-Thane HD, Flx-Thane VHD

Conduit Cable Covers and Protectors Uni-Loop, Commercial, Clutter Keeper

Cotton Picker Harvesting, Vacuum Flx-Thane MD, Flx-Thane HD, T-7SR, Flex-Tube PU

Defroster/Heater Heat, Defroster Duct XLT, GS, GN, DFD-T

Diesel/Engine Exhaust High Temperature Exhaust CW-325, GN, Flex-Lok 550, Flex-Lok 1050, Bendway Plus, Flex-Lok 600, Flex-Lok TCF, Flex-Lok 700, Flex-Lok 1200

Dry Cleaning Fume Control LT, CW-325, BDS, GS, FTE-T

Dust Collection Dust Control R-4, Flx-Thane LD, Flx-Thane MD, Flx-Thane SD, T-7

Exhaust Systems Carbon Monoxide Removal CW-325, Flarelock and ACT with wire, Flex-Lok 550, Flex-Lok 1050, Flex-Lok 600, Flex-Lok 570, Flex-Lok TCF, Flex-Lok 750

Fireplace Inserts High Temperature Exhaust Bendway S, Bendway Plus

Foundries Dust and Fume Control, Ventilation GS, Flex-Vest, Flex-Lok 550, Flex-Lok 1050, Bendway Plus

Garage Exhaust Fume Control, Hight Temperature Exhaust CW-325, Flarelock and ACT with wire, GS, NS, Flex-Lok 550, Flex-Lok 600, Flex-Lok TCF, Flex-Lok 300

Humidity Control Dehumidification, Humidity Control FSP-5, SD-W, AWP-W

HVAC A/C, Heat, Ventilation Bendway S, Bendway Plus, FSP-5, Arctic Duct 3,  Arctic Duct U, Flex-Lok PVG

Industrial Vacuum Cleaners Vacuum Hose Flx-Thane SD, MG-U, Commercial, DPZ-C, ULT, Flx Plus

Insulation Blowing Insulation Blowing Mark 2, Flx Plus

Lav Waste Disposal Lav Disposal Flx-Thane MD, CWC-W, FSP-2

Lawn and Leaf Collection Grass and Leaf Collection HT-W, Flx-Thane HD, Flx-Thane VHD, Flex-Tube PU, Flex-Tube PV, LCDC, CWY-W

Marine Sanitation A/C, Bilge Pumping and Ventilation, Heat Commercial, STM, Tiger Tail, FTE-T

Mining Ventilation CWGP, FSP-5, SD-W, AWP-W

Paint Spray Extraction Fume Control, Ventilation T-7, Flx-Thane LD, Flx-Thane MD, Flx-Thane SD, FSP-1

Paper Mills Drying, Fume and Moisture Control CW-325, GS, Flex-Lok 1050, Flx-Thane HD, Flx-Thane VHD, Flex-Lok 750, Flex-Lok 1200

Peat Moss Vacuum Vacuum Hose HT, Flx-Thane MD, Flx-Thane HD, Flex-Tube PU

Pet Grooming Equipment Vacuum Hose MG-V, Uni-Loop, Commercial, Flx Plus, R-2, XLT, DPZ

Pharmaceutical Fume Ventilation R-2 Clear, R-3 Clear, Flx-Thane LD, White, Flex-Tube PV, FlexStat CR, T-7 White

Plastic Pellet Transfer Pellet Conveying Flx-Thane MD, Flx-Thane HD, Flx-Thane SD, MG-U, FlexStat

Pollution Control Dust and Fume Control R-2 Blue,T-7, CW-325, Flex-Lok 550, Pliaduct

Pumper Water and Waste Discharge Commercial, STM, Tiger Tail

R.V. Manufacturing A/C and Defroster Duct, Lav Disposal R-2 Blue, T-7, DFD-T, Uni-Loop, Saniflex

Racecar Helmet Ventilation Fresh Air Intake MG-V, FTE-T

Residential Vacuum Cleaners Vacuum Hose Uni-Loop, Commercial, DPZ, DPZ-C, STM, ULT

Sand Blasting Dust Control Flx-Thane MD, Flx-Thane HD, Flx-Thane SD, CWC-W, FSP Bridge

Sand and Gravel Suction Dust Control, Vacuum Hose R-3 Blue, R-3 Clear, HT, Flx-Thane MD, Flx-Thane HD

Sewer and Waste Water and Waste Discharge Commercial, STM, Tiger Tail, Tiger Tail Sewer Guide

Sheet Metal Dust and Fume Control T-7, Flx-Thane LD, Flx-Thane MD, CWGP, FSP-2

Shipyards Air and Fume Control, Dehumidification R-3 Blue, CWGP, CWS, FSP-2, Flx-Thane SE

Street and Parking Lot Sweepers Vacuum Hose HT, Flx-Thane MD, Flx-Thane HD, CWY, Flx-Thane VHD

Suction Water and Waste Discharge R-3 Clear, Flx-Thane MD, Commercial, Tiger Tail

Textile Fiber Collection Dust and Lint Control R-2 Blue, XLT, Flx-Thane LD, FSP-1, Flex-Tube TR

Tractor Pull Exhaust Exhaust, Fume Control CWC-W, GS, NS, Flex-Lok 1050, Flex-Lok 1200

Vapor Recovery Fume Control Flx-Thane LD, Flx-Thane MD, MG-U

Vehicle Exhaust Systems Exhaust, Fume Control CW-325, Flarelock and ACT with wire, GS, NS, Flex-Lok 550, CW 325-W, Flex-Lok 600, Flex-Lok 750, Flex-Lok TCF, Flex-Lok 1200

Wave Pool Blowers Vacuum Hose R-3 Clear, HT, CWGP, Commercial, FSP-5

Welding Fume Extraction Fume Exhaust R-2 Blue, FSP-1, CW-325, Flex-Lok 550, Flex-Lok 1050, Flx-Thane SE, CW 325-W, Flex-Lok 570, Flex-Lok 300

Woodworking/Furniture Industries Dust and Chip Control R-4, Flx-Thane LD, Flx-Thane MD, Flx-Thane HD, Flx-Thane SD, FlexStat, Flex-Tube PV



ENGINEERING SPECS

PRESSURE EQUIVALENTS:

TEMPERATURE CONVERSION:

®

®

the application requirements. 

www.flexaust.com for more specifics and 

 
® Sales Team is ready 

 

your application.

Inches cm mm

1.00 2.5 25.4

1.25 3.2 31.8

1.50 3.8 38.1

2.00 5.1 50.8

2.36 6.0 60.0

2.50 6.4 63.5

2.95 7.5 75.0

3.00 7.6 76.2

3.94 10.0 100.0

4.00 10.2 101.6

4.72 12.0 120.0

5.00 12.7 127.0

6.00 15.2 152.4

6.30 16.0 160.0

7.00 17.8 177.8

7.09 18.0 180.0

8.00 20.3 203.2

10.00 25.4 254.0

12.00 30.5 304.8

14.00 35.6 355.6

16.00 40.6 406.4

18.00 45.7 457.2

°F °C

-65 -53.9

-40 -40.0

-20 -28.9

0 -17.8

20 -6.7

32 0.0

40 4.4

60 15.6

80 26.7

100 37.8

125 51.7

150 65.6

175 79.4

200 93.3

212 100.0

225 107.2

250 121.1

300 148.9

325 162.8

350 176.7

400 204.4

450 232.2

500 260.0

550 287.8

Inch/Metric Size

Conversion Table

Temperature  

Conversion Table

All data is based on average approximation.



Distributed By:

KORD INDUSTRIAL INC.
Phone:  248-374-8900
Fax:  248-374-8950
Website:   kordindustrial.com
Contact:   sales@kordindustrial.com




